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Cast Iron Submersible Pumps

DESCRIPTION

Genvik Cast Iron Submersible pumps are designed and developed
employing latest engineering so�wares, sophis�cated machinery 
and state of art technology to deliver the best possible hydraulic
efficiency. The most modern quality assurance systems used at 
every stage of the produc�on and flawless workmanship ensure
sustained and consistent opera�on.

These cast iron submersible pumps are mul�stage single suc�on 
centrifugal type and provided with integral check-valve and NEMA 
standard coupling. These pumps are available with impellers made
of bronze, diffusers made up of cast iron and the sha� is made of 
AISI 410/431. The integral check valve prevents back flow, up 
thrust and reduces the risk of water hammer which paves the
way for trouble free performance. The screen is designed with 
utmost care so as not to reduce the inflow of water and at the
same �me to prevent damage to the pump and clogging due to
the entry of sand and other foreign par�cles.

MODEL  IDENTIFICATION

FEATURES
Public water supply

Fountains

Irriga�on

Pressure boos�ng systems

Industrial & Private water supply systems

Air-condi�oning equipments

Sprinkler systems and Mining

Farming, Water plants, Laboratories

Highly efficient

Wide head and flow range with 
numerous models

Good sand resistance capacity

Integral check valve

Low wear and tear, perfectly and 
aesthe�cally designed

Easily serviceable

APPLICATIONS

- --K

Genvik

Pump Nominal Diameter in inches
(6" & 8”)

This digit applicable only when the pump 
is suitable for lesser dia motor

Number of Impellers / Stages
01 = 1 Stage, 02 = 2 Stages
10 = 10 Stages, 50 = 50 Stages

3Nominal Flow in m/h
27 = 27, 32 = 32, 60 = 60
68 = 68, 125 = 125

Material of Construc�on
C = CI - Casing, CI - Diffuser & 
       CI - Impeller / Bronze impeller



PUMP  OPERATING  LIMITATIONS  -  KC  SERIES

Nominal Diameter

Power Range

Speed

Flow Range (Ipm)

Flow Range (m³/h)

Max. Rec. Head (�)

Max. Rec. Head (m)

Delivery size in mm

Max. Opera�ng Pressure

Horizontal Installa�on

6"

3.7kW-26kW

2900 rpm

150 - 1380

9 -83

6.5 - 892

2 - 272

80 & 100

2.75 Mpa (27.5 bar)

Min. 30° angle

8"

5.5kW-93kW

2900 rpm

330 - 3120

20 - 187

9.8 - 1230

3 - 375

80, 100, 125 & 150

3.7 Mpa (37 bar)

Min. 30° angle
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PUMPED  LIQUIDS
Clean, thin non aggressive, non explosive, pure, cold, fresh 
water without abrasives solid par�cles or fibre having the 
following characteris�cs.

pH

Turbidity

Viscosity

Hardness (Drinking Water)

Specific gravity

Allowable solids

Chlorine ion density

Permissible amount of sand

Temperature

6.5 to 8.5

50 ppm silica scale (max.)
6 21.75 x 10m / sec (max.)

300 (max.)

1.004 (max.)

3000 ppm (max.)

500 ppm (max.)
350g / m (max.)

38°C (max.)

Materials of Construc�on
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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1

2

3

4

5

6

7

8

27 / 32 / 38 / 46 / 60 m³/h

SEMI AXIAL FLOW PUMP

Sl.
No.

Components MOC

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

Valve Seat NBR

Locking Nut

Key

Pump Sha� 

Cable Guard

Suc�on Screen

Coupling

Valve Housing

Valve

Stage Sleeve

Sha� Bearing

Impeler

Diffuser Casing

Impeller Seal Ring

Suc�on Inter Connector

NBR

AISI 304

AISI 304

AISI 410 / 431

AISI 304

AISI 304

AISI 329

Cast Iron

AISI 304

AISI 304

NBR / Bronze

Zinc Free Bronze

Cast Iron

NBR

Cast Iron

6"   Cross Sec�onal Drawing
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Sl.
No.

Components MOC

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

Valve Seat

Locking Nut

Top Bearing

Cable Guard

Counter Thrust Washer

Suc�on Screen

Valve Houing

Valve Spring

Valve

Top Bearing Bracket

Pump Sha�

Impeller

Sha� Key

Diffuser

Sha� Sleeve

Impeller Seal Ring

Sha� Bearing

Counter Thrust Bearing

Coupling

Suc�on Interconnector

NBR

AISI 304

Bronze

AISI 304

AISI 304

AISI 304

Cast Iron

AISI 304

AISI 304

Cast Iron

AISI 431

Zinc Free Bronze / 
LTB-2

AISI 304

Cast Iron

AISI 304

NBR / AISI 304

NBR / Bronze

Bronze

AISI 329

Cast Iron

8"   Cross Sec�onal Drawing

1

2

3

4

5

6

7

9

8

10

11

12

14

13

15

16

17

18

19

20

50 / 60 / 68 / 80 / 90 /100 / 125 m³/h

SEMI AXIAL FLOW PUMP



CAST IRON SUBMERSIBLE PUMPS

08

0

0

133.3

8
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12

333.3

20

266.7

16

400.0

24

450

27

466.7

28

533.3

32

600

36

806

896

986

1076

1256

1436

1706

1886

2156

2336

2606

32.60

37.30

42.00

48.00

56.00

62.00

74.00

83.40

100.00

109.40

115.00

3.7

4.5

5.5

5.5

7.5

9.3

11

13

15

18.5

18.5

5.0

6.0

7.5

7.5

10

12.5

15

17.5

20

25

25

6KC-27-05

6KC-27-06

6KC-27-07
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6KC-27-15
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6KC-27-22
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52

63

82

101

115

134

152

171

14
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72

82
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138
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45
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51

62

72

86
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126
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165

211

234

262

Power

kW HP

lpm

m³/hNe�.Wt.
(kg)

Height
(mm)

Dimensions
Model

TO
TA

L 
D

YN
A

M
IC

H
EA

D
 IN

 M
ET

R
ES

Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 144mm

Nominal Flow     27 m³/h

Model                    6KC-27

Outlet Size          2½"/ 3"

6"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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6"   Performance Curve
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Nominal Flow     27 m³/h

Model                    6KC-27

Outlet Size          2½"/ 3"

 Curve tolerance according to ISO 9906:2012, Grade 3B
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Nominal Flow     32 m³/h

Model                    6KC-32

Outlet Size          2½"/ 3"
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 144mm

6"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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 Curve tolerance according to ISO 9906:2012, Grade 3B



CAST IRON SUBMERSIBLE PUMPS

12

Nominal Flow     38 m³/h

Model                    6KC-38

Outlet Size          3"
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 144mm

6"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Model                    6KC-38

Outlet Size          3"
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6KC-38-06

6KC-38-05
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6"   Performance Curve
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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kW HPNe�.Wt.
(kg)

Height
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Dimensions
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 144mm

Nominal Flow     46 m³/h

Model                    6KC-46

Outlet Size          3"/ 4"

6"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     46 m³/h

Model                    6KC-46

Outlet Size          3"/ 4"
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6"   Performance Curve
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Dimensions
Model

TO
TA

L 
D

YN
A

M
IC

H
EA

D
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R
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 144mm

Nominal Flow     60 m³/h

Model                    6KC-60

Outlet Size          3"/ 4"

6"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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6"   Performance Curve
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 195mm

Nominal Flow     50 m³/h

Model                    8KC-50

Outlet Size          3"/ 4"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     50 m³/h
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8"   Performance Curve
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 195mm

Nominal Flow     60 m³/h

Model                    8KC-60

Outlet Size          3"/ 4"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     60 m³/h

Model                    8KC-60

Outlet Size          3"/ 4"
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 195mm

Nominal Flow     68 m³/h

Model                    8KC-68

Outlet Size          3"/ 4"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     68 m³/h

Model                    8KC-68
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 195mm

Nominal Flow     80 m³/h

Model                    8KC-80

Outlet Size          4"/ 5"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     80 m³/h

Model                    8KC-80

Outlet Size          4"/ 5"
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8"   Performance Curve
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 195mm

Nominal Flow     90 m³/h

Model                    8KC-90

Outlet Size          4"/ 5"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     90 m³/h

Model                    8KC-90

Outlet Size          4"/ 5"
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8"   Performance Curve
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 195mm

Nominal Flow     100 m³/h

Model                    8KC-100

Outlet Size          5"/ 6"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     100 m³/h

Model                    8KC-100
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 Curve tolerance according to ISO 9906:2012, Grade 3B
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Weight (kg) and Height H (mm) are approximate.
Outer Dia. (OD) : 197mm

Nominal Flow     125 m³/h

Model                    8KC-125

Outlet Size          5"/ 6"

8"   Performance Data

H

OD

Dimensional Drawing

The Given details / drawings / specifica�ons are subject to change without prior no�ce.
All Performance data is based on rated input.
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Nominal Flow     125 m³/h

Model                    8KC-125

Outlet Size          5"/ 6"
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Fric�on Loss Chart
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Volume rate of flow lps

40 /
1½

50 /
2"

63 /
2½"

75 /
3"

90 /
3½"

110 /
4¼"

125/
5"

140 /
5½"

160 /
6¼"

0.50

1.00

1.25

1.60

2.00

2.50

3.20

4.0

5.0

8.0

10.0

12.5

16

20

25

32

40

50

60

80

100

125

0.074

0.268

0.405

0.640

0.967

1.462

2.309

3.491

0.131

0.211

0.310

0.483

0.762

1.153

1.742

4.161

0.150

0.250

0.377

0.571

1.363

2.060

3.114

4.919

0.106

0.160

0.242

0.577

0.873

1.319

2.084

3.151

0.237

0.358

0.542

0.856

1.293

1.955

3.089

0.133

0.201

0.317

0.479

0.725

1.145

1.731

2.617

3.008

0.172

0.260

0.362

0.020

0.937

1.416

1.985

3.382

0.225

0.355

0.537

0.812

1.138

1.939

2.931

0.117

0.184

0.279

0.421

0.590

1.006

1.521

2.299
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0.126

0.190

0.288

0.887

1.038

1.570

2.479

3.747

0.313

0.474

0.716

1.131

1.710

2.585

4.033

0.131

0.198

0.312

0.472

0.713

1.127

1.704

2.576

0.111

0.167

0.253

0.400

0.605

0.914

1.281

0.182

3.299

0.106

0.157

0.252

0.351

0.534

0.910

1.376

0.051
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Fric�on Loss Chart

Permissible ranges of volume rates flow in l/s through Galvanized Steel Pipe to limit Fric�on Losses to
10 Percent of the Pipe Length.

Permissible ranges of volume rates flow in l/s through RPVC Pipe to limit Fric�on Losses to 
10 Percent of the Pipe Length.

Grade Light

Rate of flow in lps

Medium

Rate of flow in lps

Heavy

Rate of flow in lpsNominal pipe dia in mm

40

50

65

80

100

125

150

1.90 - 2.74

2.74 - 5.24

 5.24 - 9.97

9.97 - 15.54

15.54 - 30.84

-

-

1.79 - 2.67

2.67 - 4.95

4.95 - 9.80

9.80 - 14.97

14.97 - 30.0

30.0 - 52.50

52.50 - 84.18

1.59 - 2.41

2.41 - 4.54

4.54 - 9.17

9.17 - 14.20

 14.20 - 28.67

28.67 - 51.37

51.37 - 82.63

Grade Class (0.25Mpa)

Rate of flow in lps

Class (0.4Mpa)

Rate of flow in lps

Class (0.6Mpa)

Rate of flow in lpsNominal pipe dia in mm

40

50

63

75

90

110

125

140

160

-

-

-

-

1.50 - 19.58

19.58 - 33.25

33.25 - 46.63

46.63 - 62.92

62.92 - 89.28

-

-

3.80 - 7.24

7.24 - 11.47

11.47 - 18.50

18.59 - 31.71

31.71 - 44.33

44.33 - 59.79

59.79 - 84.95

Up to 2.04

2.04 - 3.70

3.70 - 6.77

6.77 - 10.76

 10.76 - 17.41

17.41 - 29.75

29.75 - 41.44

41.44 - 55.97

55.97 - 79.76
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Conversion Chart

Litre 
Per Second 

l/s

Litre 
Per Minute 

l/min

Cubic Meter 
Per Hour

3m/h

Cubic Foot
Per Hour

3�/h

Cubic Foot
Per Minute

3�/min

Imp.Gallon
Per Minute

Imp. gal/min

US Gallon
Per Minute
Us gal./min

Barrel 
Per
Day 

FLOW RATE

1

0.017

0.278

0.008

0.472

0.076

0.063

0.002

60

1

16.667

0.472

28.317

4.526

3.785

0.110

3.6

0.06

1

0.0283

1.6990

0.2728

0.2271

0.0066

127.133

2.1189

35.3147

1

60

9.6326

8.0209

0.2339

2.1189

0.0353

0.5886

0.0167

1

0.105

0.1337

0.0039

13.2

0.22

3.666

0.104

6.229

1

0.833

0.024

15.85

0.264

4.403

0.125

7.480

1.201

1

0.029

543.439

9.057

150.955

4.275

256.475

41.175

34.286

1

Cubic Meter
3m

Litre
l

Millilitre
ml

Imp.Gallon
Imp.Gal

US Gallon
US Gal

Cubic Foot
3m

LIQUID

1

0.001
-61 x 10

0.00455

0.00378

0.0283

1000

1

0.001

4.546

3.785

27.317

1 x 106

1000

1

4546

3785

28.317

220

0.22
-42.2 x 10

1

0.8327

6.2288

264.2

0.2642
-42.642 x 10

1.201

1

7.4805

35.3147

0.0353
-53.53 x 10

0.1605

0.1337

1

Newton
Per square

Litre 
Per Minute 

l/min

Cubic Meter 
Per Hour

3m/h

Cubic Foot
Per Hour

3�/h

Cubic Foot
Per Minute

3�/min

Imp.Gallon
Per Minute

Imp. gal/min

US Gallon
Per Minute
Us gal./min

Barrel 
Per
Day 

LIQUID HEAD AND PRESSURE

1

1000
-51 X 10

98,067

6895

2984

9789

133.3

3386

0.001

1

100

98.07

6.895

2.984

9.789

0.133

3.386

-51 x 10

0.01

1

0.981

0.069

0.03

0.098

0.0013

0.0338

-51.02 x 10

0.0102

1.02

1

0.0703

0.0305

0.1

0.0014

0.0345

-43.35 x 10

0.335

33.52

32.52

2.31

1

3.28

0.045

1.33

-41.02 x10

0.102

10.02

10

0.703

0.305

1

0.014

0.0345

0.0075

7

750.1

735.6

51.72

22.42

73.42

1

25.4

-42.95 x 10

0.295

29.53

28.96

0.036

0.882

0.891

0.039

1
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From To Use Formula

TEMPERATURE CONVERSION TABLE

Temperature Celsius, tc

Temperature Fahrenheit, �

Temperature Celsius, tc

Temperature Fahrenheit, �

Temperature Kelvin, tk

Temperature Kelvin, tk

Temperature Kelvin, tk

Temperature Kelvin, tk

Temperature Fahrenheit, �

Temperature Celsius, tc

Temperature Celsius, tc

Temperature Fahrenheit, �

K = tc + 273.15

K = (tF + 459.67 / 1.8)

F = 1.8 tc + 32

C = (tF - 32) / 1.8

C = tk - 273.15

F = 1.8tk - 459.67

LENGTH

Cubic Meter
3m

Cen�meter
cm

Meter
m

Inch
in

Feet
�

Yard
yd

1

10

1000

25.4

304.8

914.4

0.01

1

100

2.54

30.48

91.44

0.001

0.01

1

0.0254

0.3048

0.9144

0.0394

0.3937

39.3701

1

12

36

0.0033

0.328

3.2808

0.0833

1

3

0.0011

0.0109

1.0936

0.0278

0.3333

1

1 Kilometer = 1000 metres = 0.62137 miles 1 mile = 1609.37 metres = 1.60934 kilometres

MASS

Kilogram

kg

Pound

lb
Hundred weight

(cwt)

Tonne
t

Ton long
tn

Short ton
sh tn

1

0.454

50.802

1000

1016

907.2

2.205

1

112

2204.6

2240

2000

0.0197

0.0089

1

19.684

20

17.857

0.001
-44.54 x 10

0.0508

1

1.0161

0.9072

-49.84 x 10
-44.46 x 10

0.05

0.9842

1

0.8929

0.0011
-45.0 x 10

0.056

1.1023

1.102

1

Conversion Chart
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43, Sundareshwara Nagar, Nalla Thanneer Thottam, Sivanandha Mills Road, Vilankuruchi, Coimbatore - 641 035.
 Ph : +91 84894 22000, Email : sales@genvikpumps.com    Website : www.genvikpumps.com
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